ALINDUFLEX® 6511

MpumeHeHue

[Ins NOAKNIOYEHUS UHCTPYMEHTOB, MOABWKHBIX YCTPOWCTB U MaLUWH, AN CPeaHUX
MEXaHNYECKUX Harpy3oK B CyXUX W BMaxHbIX MOMELLEHUSIX, @ TaKkKe Ha OTKPbITOM
BO3AYXe, B NPOMbILLNEHHbBIX MPEANPUSTUAX U Ha cTpornnoLwaakax. MoaxoauT ans
CTaLMOHAPHOW YCTAaHOBKM, HanpuMep Ha LUTyKaTypke BO BPEMEHHbIX CTPOEHUSX, Ans
HenocpeaCcTBEHHOTO UCMOMb30BaHUS B KOMIMOHEHTaX NoAbEMHOTO 06opyAoBaHus,

MallnHax u.T.a.

OcobeHHOCTU

» OTCyTCTBUE KPEMHUNOPraHNYECKON pesnHbl (Npy NPOM3BOACTBE).
* YcTonumB k YO®-nyyam B cootBetcTBum ¢ UL 1581.

* YcToiumB K 030Hy B cooTBeTcTBUM ¢ EN 60811-403.

» MacnocToiikuii, yCTONYMB K rMApaBnnyeckum macnam.

MpumeyaHue

« CootBeTtcTByeT ApekTvBe RoHS.
*Kabenb cootBeTcTBYET 2006/95/EC CE ("dMpekTrBa No HU3KOMY HanpsbkeHuto").
» CTpyKTypa u cBOWCTBa OCHOBaHbI Ha TpeboBaHusix DIN VDE 0282 yactb 4 (HO7RN-F)

CX0Xa 1 NpeBoCxXoauT ero.

KoHcTpykuus & TexHu4yeckue xapakTepucTuku

NPOBOAHWK
CTpyKTypa

nsonaums

MapK1pOoBKa XWr
marepuan BH.060M04KM
BHeLWHsA obornoyka
uBeT 060M04KM
MapK1poBKa

HOMWHanbHoe HanpshkeHne
ncnbiTaTenbHOE HanpshxeHne

[lonycTumble TokoBble
Harpysku

MwuH. paguyc narnba
HenoaBMXXHO

MwuH. paguyc narnba
NoABWXHO

Temneparypa craymMoHapHo
Temnepartypa noaBMXxHO

MakKc. Temneparypa Ha
NpoBOAHWKe

CBOWCTBa M30NALMN

antOMUHWEBBIV TOHKOMPOBOMOYHbI

corn. DIN VDE 0295 kn. 5 coots. IEC 60228 kn. 5
cneunarnbHbIi Pe3HOBBI KoMNayHA,

corn. DIN VDE 0293-308

cneuyarnbHbIi Pe3HOBBI KOMMayHA
crneunanbHbIi PE3VHOBBIVE KOMMayHA

‘-leprIVI C 3ereHbiMu nonocamun

na

Uo/U 450/750 V
2,5«B
corn. DIN VDE 0298 yacTb 4

6xd
8xd
-40 °C/+90 °C
-30°C/+90 °C

+90 °C

He pacnpocTpaHsieT ropeHue [EC 60332-1-2

Application

for connecting of power tools, mobile units and machines for medium mechanical requi-
rements in dry and humid rooms, as well as for outdoor use, in commercial plants and
on construction lots. Also suitable for fixed laying e.g. on-wall in provisional buildings, for
directly laying on modules of hoisting devices, machinery etc.

Special Features

- free from lacquer damaging substances and silicone (during production)
+ UV resistant acc. to UL 1581

* ozone resistant acc. to EN 60811-403

« oil resistant against specified types of gear and hydraulic oils

Remarks

« conform to RoHS

« conform to 2006/95/EC-Guideline CE.

« design and properties are based on the requirements of DIN VDE 0282 part 4
(HO7RN-F) resp. exceed them.

Structure & Specifications

bare aluminium strand

similar to DIN VDE 0295 class 5 resp. IEC 60228 cl. 5
special rubber compound

acc. to DIN VDE 0293-308

special rubber compound

conductor material
conductor class

core insulation

core identification
inner sheath material
outer sheath special rubber compound
sheath colour black with green stripe

printing yes

Uo/U 450/750 V
2,5kV
acc. to DIN VDE 0298 part 4

rated voltage
testing voltage
current carrying capacity

min. bending radius fixed 6xd

min. bending radius moved 8xd

-40°C/+90 °C
operat. temp. moved min/max -30 °C/+90 °C
+90 °C

operat. temp. fixed min/max

temp. at conductor

burning behavior acc. to IEC 60332-1-2

MacrocTOMKOCTb corn. IEC 60811-2-1 resistant to oil acc. to IEC 60811-2-1
craHgapTt corn. VDE 0282 yacTtb 4 cootB. EN 50525-2-21 standard similar to VDE 0282 part 4 resp. EN 50525-2-21
07.06.05.11 THD: .



ALINDUFLEX® 6511

Homep  Ywucno xun un HapyxHbii anameTp Bec mean  Bec kabens Homep  Ywucno xun un HapyxHbI anameTp Bec mean  Bec kabens
apTukyna ceyeHune mm kg/km kg/km apTukyna ceyeHve mm kg/km kg/km
n x mm? outer-@& Al index weight n x mm? outer-@ Al index weight
Item no. dimension mm kg/km kg/km Item no. dimension mm kg/km kg/km
n x mm? n x mm?
3651102 1X16 10,8 - 13,4 47,0 165,0 3651142 4G 10 20,9 - 26,5 116,0 649,0
3651103 1X25 12,7-15,8 73,0 220,0 3651143 4G 16 23,8-30,1 188,0 814,0
3651104 1X35 14,3-17,9 102,0 288,0 3651144 4G25 28,9 - 36,6 292,0 1.147,0
3651105 1 X 50 16,5 - 20,6 145,0 388,0 3651145 4G35 32,5-41.1 408,0 1.486,0
3651106 1X70 18,6 - 23,3 203,0 512,0 3651149 4G120 53,0 - 66,0 1.392,0 4.093,0
3651107 1X95 20,8 - 26,0 276,0 642,0 3651190 4 G150 60,9 - 68,9 1.740,0 5.116,0
3651108 1X120 22,8 - 28,6 348,0 781,0
3651109 1 X150 25,2-314 435,0 941,0 3651152 5G 10 22,9-29,1 145,0 785,0
3651110 1X185 27,6 - 34,4 537,0 1.169,0 3651153 5G 16 26,4 - 33,3 235,0 998,0
3651111 1 X240 30,6 - 38,3 696,0 1.427,0 3651154 5G25 32,0-40,4 365,0 1.400,0
3651112 1 X300 33,5-41,9 870,0 1.679,0 3651155 5G35 36,8-45,8 510,0 1.794,0
THD: - 07.06.05.11



